
 

 

 

 

 

Akuvox E20S 

At a Glance 

��  Front pan el:  3 16 g rade stainles s steel 

��  Button: 1 ca ll  butt on 

��  Ethernet  p ort: RJ45, 10/100Mbps adaptiv e 

��  Microphone: 1   

��  Speaker: 1  

��  802.3af Power-over-Et hernet 

��  Size: 100x100x38 mm 

��  Inst all ation: F lush-mounted 

��  IK Rating:  IK10  

��  Workin g Humid it y: 10~90% 

��  Workin g Temperature : -20°C ~ +55° C 

��  Stor age Temperature: - 25°C ~ +60° C 

Push Butt on Emergency Station 

The pal m-s i ze Akuvox E20S Push Button  Emergency Stati on is  r uggediz ed wit h 

316-grade s t ai nl ess stee l .  E20S can b e used on 1299 and 86 t ype s i ngl e i n- wall 

box. 

��  Vandal  resi sta nt bod y, with a p anic b utto n;  

��  Li nux operati on system; 

��  Two-way audio communi cation over IP network s with E cho Cancel latio n f eature; 

��  Flush-mount ed;  

��  Compli es with  SIP stand ar d; 

��  For i ndoor  use only;  

Physical & Power 

��  SIP Protoc ol: SIP v 1 (RFC2543),  SIP v 2 (RF3261)  

��  SIP account: 1 S IP a ccount 

��  Audio codecs:  G.7 11a, G.711�­,  G.722 

��  QoS support:  Yes 

��  Auto Answer support : Ye s  

��  Network mode: DHCP or Static  I P 

��  System t ime:  NTP f or auto tim e setting 

��  Protocols  s upport:  I Pv4, HTTP, HTTPS, FTP,  

DNS, NTP, RTP, TCP, UDP, I CMP, D HCP, ARP 


