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1. Package Contents 2. Hardware Overview
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Lens

Solar Charging 
Interface

Rain Cover

Positive Terminal

Negative Terminal

Light Sensor IR LEDs

Indicator light

Note: The Positive Terminal of the Solar Panel Cable needs to be connected to the 
Negative Terminal of the solar panel, and the Negative Terminal needs to be 
connected to the Positive Terminal of the solar panel.

Quick Start Guide x 1Warranty Card x 1Strap x 2

Solar Panel 
Cable (0.5m) x 1

Solar Panel Modules
 (Optional)

4G Solar-powered 
Traffic Sensing 

Camera x 1

SIM Card Ejector Tool x 1

Interface Panel

Bracket Locking Hole
USB Type-C 

Charging Cable x 1 Screwdriver x 1
Adjustable Pole Mount 

Bracket x 1



3. Interfaces Step 3: Cover back the Interface Panel and fix the screws.

Step 4: Loosen the locking knob on the bracket, and remove the ball head and 
the base of the bracket.

4. Installation
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Step 1: Loosen the screws of Interface Panel and remove the cover. And remove 
the Solar Charging Interface cover.

Step 2: Use the SIM Card Ejector Tool to remove the SIM card tray, and then install 
the SIM Card and SD Card.

Wi-Fi Button

On/Off Button

MicroSD/SDHC/SDXC Card Slot
Reset

Nano SIM Card Slot

Solar Charging 
Interface

USB Type-C
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Step 5: Secure the ball head onto the camera using a wrench. Suggested 
tightening torque: 15 N·m.

Step 6: Fix the base of the bracket in the position where the device is intended to 
be installed.

Note: 

Do not remove the washer on the screw of the ball head.

Note: 

1. Adjustable Pole Mount Bracket can support the equipment to rotate 360° to 
adjust the monitoring angle, meeting various installation environments.

2. For installation positioning recommendations, please scan the QR code on the 
back cover labeled "Installation Guide" to access the information.

Step 7:  Install the solar panels modules in the appropriate position.

Note: 

If you need to configure the device, please refer to section "5.Configuration" on 
page 8 of this Quick Start Guide. For more detailed image calibration advice, you 
can scan the QR code on the back cover labeled "Installation Guide" to access 
the information.

Step 8 : After confirming the approximate direction, use the locking knob to 
connect the bracket base and the camera together.



Step 9:  Connect the solar panel to the Solar Charging Interface.

5. Configuration
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Step 1: Adjust the switch button to On to start the device. 

Step 2: Use mobile devices or laptop to connect to the device's Wi-Fi.

Note: The Wi-Fi name is SC211_xxxxxx (xxxxxx is the last six bits of the MAC address).

Note: 
1. When the device is being powered on, the indicator in front of the device will blink green 
until the device is powered on. And When the device is turned off, the indicator in front of 
the device will blink green twice to indicate. The Wi-Fi of device is automatically enabled 
when the device is powered on.
2. The indicator light will be red to indicate when the device cannot be started due to low 
power.

Note: 
1. The Solar Panel  Modules are optional.
2. The device has battery inside, when the solar power supply is insufficient, it can be 
powered by battery; When the battery is low, it can be charged using USB Type-C.
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Step 4: After completing the device configuration, click the Wi-Fi button to 
disable the device Wi-Fi and cover back the interface panel to ensure data 
security.

Note: 
1. Short press the reset button (for about 1s) to restart the device.
2. Long press the reset button (for about 8s or less) until the red light is steady on and 
release it to reset the device.
3. Long press the reset button (for about 15s or more) until the red light flashes and 
release it to overwrite the existing firmware with the original firmware.

6. DimensionsStep 3: Enter the IP address 192.168.1.1 in the browser to log in to the web page 
of the device and configure the device.

Note: 
1. Default Userame/Password: admin/ms123456.
2. The IP address of the device cannot be modified.
3. For more information about how to configure the device, please refer to the User Manual.
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